
Z16 - Druckstücke

Z16 - Pressure pieces

HINWEISE:
- das Druckstück gehört zum

Lieferumfang der Verteiler
- inkl. Schraube M4
- das Druckstück besteht 

aus einer besonderen 
Titanlegierung

ACHTUNG:
Das Druckstück (Höhe 12mm)
wird ohne "Spaltmaß" ausge-
liefert. Dies muss kundenseitig
individuell abgestimmt 
werden, die Tabelle hierzu 
finden Sie im Kapitel 8.
Höhe 18mm und 28mm 
dienen lediglich zur zusätz-
lichen Abstützung des
Verteilers auf die Düsen-
halteplatte/Formplatte

NOTE:
- The pressure pieces is part

of the scope of delivery of
the manifold

- Incl. M4 screw
- The pressure pieces is made

of a special titanium alloy

ATTENTION:
The pressure pieces (12 mm
height) is supplied with no
"gap size", as this must be
determined by the customer
(see table in Chapter 8 for
this purpose).
The 18 mm and 28 mm
heights are used solely for
additional support of the
manifold on the nozzle
retaining plate/moulding
plate.

Das Druckstück dient zur Druckaufnahme gegenüber der Düse.
The pressure pieces is used to relieve pressure from the nozzle.

Bestell-Nr. Z16-20 Z16-30 Z16-40 Z16-20.18 Z16-30.18 Z16-40.18 Z16-20.28 Z16-30.28 Z16-40.28

Order No.

D 20,0 30,0 40,0 20,0 30,0 40,0 20,0 30,0 40,0

h 12,0 12,0 12,0 18,0 18,0 18,0 28,0 28,0 28,0

Z
1
6

9.06
Alle Angaben in mm
All specifications in mm



Z16 - Energy BLOCKER

Z16 - Energy BLOCKER

HINWEISE:
- Energy Blocker reduzieren 

den Gesamtverbrauch des
Heißkanalsystems aufgrund
ihrer 3D gedruckten Struktur
um bis zu 52,4 %

- inkl. Schraube M4
- das Druckstück besteht aus

einer besonderen Metall-
legierung

ACHTUNG:
Energy BLOCKER werden 
auf Fertigmaß geschliffen
ausgeliefert.

NOTE:
- Energy BLOCKERS reduce

the overall consumption of
the hot runner system by up
to 52.4% due to their 3D
printed structure

- Incl. M4 screw
- The pressure pieces is made

of a special metal alloy

ATTENTION:
Energy BLOCKERS are 
delivered ground to finished
dimensions.

Der Energy BLOCKER dient zur Druckaufnahme auf der Vorder- 
und Rückseite des Heißkanalverteilers.
The Engery BLOCKER is used to relieve pressure on the front 
and rear of the hot runner manifold.

Bestell-Nr. Z16-20-EB Z16-30-EB Z16-40-EB Z16-20.18-EB Z16-30.18-EB Z16-40.18-EB Z16-20.28-EB Z16-30.28-EB Z16-40.28-EB

Order No.

D 20,0 30,0 40,0 20,0 30,0 40,0 20,0 30,0 40,0

h 12,0 12,0 12,0 18,0 18,0 18,0 28,0 28,0 28,0

Z
1
6

9.06
Alle Angaben in mm
All specifications in mm


